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(A GOVT. OF WEST BENGAL PROJECT) 

 

 
 
BU/ENGG/CIVIL/4659                                                                                            Dated: 28/02/2020 

NOTICE INVITING QUOTATIONS 

The Bhagirathi Cooperative Milk Producers’ Union Limited invites sealed quotationsfrom reputed 

contractors, agencies, suppliers forConstruction Of Aluminum Door to cover the Entry and Exit Points of 

Dairy Plant at Feeder Dairy campus of The Bhagirathi Milk Union. 

 

The details of work are given below: 
 

Nature of Work Civil Works for Aluminum Door 

Scope of Work As per Annexure – A  

Estimated Cost of Work Rs.97,095.44/- 

Bid Inviting Authority 
The Managing Director of The Bhagirathi Cooperative Milk Producers’ 

Union Limited 

Statutory & Non Statutory 

Documents 

1. GST Registration Certificate. 

2. PAN Card 

3. Credentials of execution of similar nature of job or supply of civil or related 

materials. 

Validity of Bid 180 days after opening of Tender 

Important Instructions 

Technical bid shall be submitted in a separate sealed cover. Similarly, 

Financial bid also will be submitted in a separate sealed cover. Both the 

covers of Technical and financial bid shall be kept in a larger sealed cover 

superscribingQuotationsTender reference No. 

This sealed cover should be submitted at the Receive & Dispatch Section of 

the Bhagirathi Cooperative Milk Producers Union Limited at Berhampur, 

Murshidabad within stipulated time and date. 

Address: The Managing Director, Bhagirathi Co-op. Milk Producers’ Union 

Ltd. Feeder Dairy: P.O-Chaltia: PIN -742165: Dist.-Murshidabad 

Taxes will be deducted as per Govt. norms 

 

 

 

 

 

 

 

 

 

 

 



 

 

GENERAL TERMS AND CONDITIONS: 

 

1. Any conditional or incomplete quotationsshall not be accepted. 

2. Last date of submission of the quotation is 12.03.2020 at 15.00 hours. 

3. The successful Quotationsmust commission the work within a period of 7 days from the date of 

issue of Work order.  

4. The rate quoted is inclusive of all labour and material taxes and levies and any other incidental 

charges required for the execution of the job. The Quotations involves scope of supply and service. 

5. No escalation in price / rate will be allowed on any ground and no claim in this regard shall be 

entertained. 

6. No mobilization advance shall be given for this contract at any cost. 

7. All the rates quoted by the Quotations must be inclusive of all required materials in adherence to 

schedule of job as furnished in the Tender. 

8. Payment will only be made in NEFT/RTGS after successful completion of work approved by 

Competent Authority. Three copies of invoices must be submitted for payment. 

9. BCMPUL reserves the right to accept or reject any or all quotations wholly / partly at any point of 

time without assigning any reason thereof.  

10. Force Majeure: For any delay in job not attributable to the Contractor and the Milk Union shall be 

termed as Liquated damage such as war, lockouts, catastrophe or any act of God. No liquidated 

damage on account of the Contractor shall be deducted for this clause. 

11. Successful bidder has to complete the workwithin 30 days. 

12. For any disputes beaten the Milk Union and Contractor the decision of the Milk Union shall be the 

final binding. 

 

 

We look forward to receiving your quotations and thank you for your interest in this project. 

 

 

 

   S/d 
             Managing Director  

      The Bhagirathi Co-operative Milk  

         Producers' Union Limited 

 

 

Copy forwarded to: 

 

1. Office Notice Board 

2. Office Copy 

3. Website (www.bhagirathimilk.com ) 

 

http://www.bhagirathimilk.com/


 

ESTIMATE OF ALUMINIUM DOOR WORK FOR COVERED THE ENTRY & EXIT POINT 

ANNEXURE - A 

SCHEDULE OF RATES: PWD(WB), SCHEDULE OF RATES BUILDING & SANITARY W.E.F 01.01.2017, MURSHIDABAD 

SL 
NO 

DESCRIPTIONS OF WORKS QUANTITY UNIT RATE 

1 

Supplying profiles of required section made of Aluminium Alloy 
Extrusions conforming to IS: 732-1983 and IS: 1285- 1975; Annodized 
(with required film thickness and specified colour / natural) matt finished 
conforming to IS: 1868-1983 for fabrication of composit door, sliding &casement 
windows, partitions, formed of basic sections of any ISI embossed / certified make 
and brand as per direction of Engineer - In- 
Charge. (Payment will be made on finished length of the work). 
A) In 10-12 Micron thickness Annodizing film 
g) Fixed Glazing. 
k) Movable door shutter. 
i) Door frame. (Top & sides).ii) Shutter : 

105 MTR 315 

a 
Top rail. 37 MTR 304 

b 
Bottom rail. 37 MTR 448 

c Lock rail 20 MTR 377 

d Door vertical. 30 MTR 332 

e 
Glazing cleap. 70 MTR 50 

2 
A) Supplying Aluminium casted body hydraulic door closer as per I.S.I. 8 EACH 635 

3 
B) Supplying 125 mm. Dia acrylic handle for aluminium door as per 
approved make & brand.(a) Natural Colour 

16 EACH 181 

4 

Supplying bubble free float glass of approved make and brand 
conforming to IS: 2835-1987. 
i) 4mm thick clear glass. 

10.02 SQ.M 398 

5 

Supplying and affixing optically clear polyester sun control window 
film having acrylic pressure sensitive adhesive on one side & an acrylicabrasion 
resistant coating on the other, with composition of infraredabsorbing carbon & 
free from any optical defect. The film 
characteristics should conform to ASTM E308, ASTM E903, ASTM 
E84 and ASHIRAE. The film should be pasted after preparatory workswithout any 
cracking, delamination, bubbling, discolouringandvariation in total transmission of 
light across the width at any portionalong the length doesn't exceed 2% over the 
average includingscaffolding& relevant others to complete in all respect as 
permanufacturer's specification & direction of Engineer -in-Charge. 
(Note: This work should not be executed without specificpermissionof 
Superintending Engineer)(a) Normal Quality : Film Thickness - 1.0 Mil, Glare 
Reduction >45%, U factor < 1.15 

10.02 SQ.M 326 

6 

Supplying, fitting and fixing in position fibre glass panes of approvedquality with 
resin, nail, clip etc. as per IS:12866-1989. (In all floors forinternal wall &upto 6 m 
height for external wall) 
(a) 1.2 mm thick (1.85 Kg/Sq.m) 

10.02 SQ.M 527 

 


